Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Reglon 3/23/18 316/18 |Difference | 3/24/17 gflf:;e‘ 3/25/16 gﬁ::;; 32318 | 3/24117 gfl’a":;e‘
Refiner Inputs and Utilization
Crude Oil Inputs .. 16,795 16,777 18 16,226 3.5 16,234 3.5 16,469 15,748 4.6
East Coast (PADD 1) 908 940 -32 773 17.5 1,065 -14.8 933 836 11.5
Midwest (PADD 2) ... 3,726 3,654 72 3,665 1.7 3,324 121 3,645 3,609 1.0
Gulf Coast (PADD 3) ... 8,939 8,992 -52 8,734 24 8,848 1.0 8,738 8,415 3.8
Rocky Mountain (PADD 4) . 629 655 -26 621 1.3 556 13.1 640 589 8.6
West Coast (PADD 5) . 2,593 2,536 57 2,434 6.5 2,441 6.2 2,514 2,299 9.3
Gross Inputs ............... 17,129 17,008 121 16,520 3.7 16,422 4.3 16,777 16,080 4.3
East Coast (PADD 1) 911 944 -34 773 17.8 1,061 -14.2 937 836 12.0
Midwest (PADD 2) ... 3,728 3,658 70 3,666 1.7 3,329 12.0 3,646 3,611 1.0
Gulf Coast (PADD 3) ... 9,134 9,088 45 8,858 3.1 8,910 25 8,905 8,563 4.0
Rocky Mountain (PADD 4) . 625 650 -25 618 1.1 553 13.0 637 588 8.4
West Coast (PADD 5) . 2,732 2,667 64 2,605 4.8 2,568 6.4 2,652 2,481 6.9
Operable Capacity' ... 18,550 18,550 0 18,508 0.2 18,172 2.1 18,541 18,500 0.2
East Coast (PADD 1) 1,182 1,182 0 1,278 -7.5 1,273 =71 1,182 1,278 -7.5
Midwest (PADD 2) ... 4,013 4,013 0 3,976 0.9 3,878 3.5 4,013 3,971 11
Gulf Coast (PADD 3) ... 9,815 9,815 0 9,634 1.9 9,437 4.0 9,806 9,631 1.8
Rocky Mountain (PADD 4) . 693 693 0 696 -0.4 651 6.5 693 696 -0.4
West Coast (PADD 5) . 2,848 2,848 0 2,924 -2.6 2,933 -2.9 2,848 2,924 -2.6
Percent Utilization? .... 92.3 91.7 0.7 89.3 -— 90.4 -— 90.5 86.9 -—
East Coast (PADD 1) 77.0 79.9 -2.8 60.5 -= 83.4 - 79.2 65.4 -=
Midwest (PADD 2) ... 92.9 91.2 1.7 92.2 - 85.9 - 90.8 90.9 -——
Gulf Coast (PADD 3) ... 93.1 92.6 0.5 91.9 -— 94.4 -— 90.8 88.9 -—
Rocky Mountain (PADD 4) . 90.2 93.8 -3.6 88.8 -— 85.0 -— 92.0 84.5 -—
West Coast (PADD 5) 95.9 93.7 2.3 89.1 —-= 87.6 —-— 93.1 84.9 -
Refiner and Blender Net Production
Finished Motor Gasoline3 .......................c........... 10,305 9,932 373 10,028 2.8 9,430 9.3 10,110 9,796 3.2
Finished Motor Gasoline (excl. Adjustment)* 9,919 9,932 -13 9,791 1.3 9,694 23 9,983 9,690 3.0
East Coast (PADD 1) .... . 3,098 3,106 -9 3,107 -0.3 3,071 0.9 3,146 3,117 1.0
Midwest (PADD 2) ..... 2,467 2,534 -68 2,518 -2.0 2,553 -34 2,475 2,480 -0.2
Gulf Coast (PADD 3) .. 2,456 2,342 114 2,211 111 2,172 13.1 2,423 2,187 10.8
Rocky Mountain (PADD 4) 309 323 -14 305 1.3 290 6.6 318 294 8.1
West Coast (PADD 5) ... 1,590 1,626 -37 1,649 -3.6 1,609 -1.2 1,621 1,613 0.5
Reformulated? ... 3,184 3,269 -85 3,223 -1.2 3,166 0.6 3,225 3,209 0.5
Conventional* . 6,735 6,663 72 6,568 25 6,529 3.2 6,758 6,482 4.3
AdjustmentS ... 386 0 386 237 -= -264 -— 127 105 -=
Kerosene-Type Jet Fue 1,881 1,745 136 1,731 8.6 1,587 18.5 1,779 1,629 9.2
East Coast (PADD 1) .. 70 85 -15 76 -8.3 90 -22.3 74 68 8.6
Midwest (PADD 2) .. 263 246 17 259 1.8 241 9.1 252 247 1.7
Gulf Coast (PADD 3) ... 991 834 157 892 111 801 23.8 898 856 4.9
Rocky Mountain (PADD 37 37 0 29 29.2 24 55.4 39 29 329
West Coast (PADD 5) .... 519 542 -23 476 9.1 431 20.5 517 429 20.6
Distillate Fuel Oil ........... 4,844 4,503 341 4,872 -0.6 4,927 -1.7 4,605 4,791 -3.9
East Coast (PADD 1) .. 295 266 29 291 1.2 290 1.5 287 299 -3.8
Midwest (PADD 2) .. 1,068 1,073 -5 1,041 26 982 8.7 1,055 1,035 2.0
Gulf Coast (PADD 3) ... 2,785 2,510 275 2,792 -0.2 2,892 -3.7 2,577 2,724 -5.4
Rocky Mountain (PADD 4) 215 205 9 207 3.9 178 20.5 206 199 4.0
West Coast (PADD 5) . 481 449 33 542 111 584 -17.6 480 535 -10.3
15 ppm sulfur and Under . 4,512 4,115 397 4,562 -1.1 4,598 -1.9 4,292 4,468 -3.9
> 15 ppm to 500 ppm sulfur 70 64 6 118 -40.5 201 -65.0 66 127 -47.9
> 500 ppm sulfur 262 324 -63 193 35.9 129 103.5 247 196 26.2
Residual Fuel Oil 333 406 -74 380 -12.3 387 -14.0 409 435 -6.0
East Coast (PADD 1) .. 27 22 6 32 -16.3 45 -39.9 25 33 -24.5
Midwest (PADD 2) .. 37 41 -3 60 -37.9 49 -23.4 42 52 -20.3
Gulf Coast (PADD 3) ... 155 246 -91 186 -16.9 177 -12.5 219 230 -5.0
Rocky Mountain (PADD 4) ... 11 13 -3 11 -2.3 10 4.3 12 11 6.5
West Coast (PADD 5) .... 103 85 18 90 14.4 106 -2.8 111 108 3.2
Prop:«me/Properne6 ..... 1,875 1,840 35 1,735 8.1 1,688 111 1,866 1,741 7.2
East Coast (PADD 1) .. 173 175 -2 152 13.9 137 26.2 175 151 15.3
Midwest (PADD 2) 466 454 12 449 3.6 403 15.5 465 451 3.2
Gulf Coast (PADD 3) 1,026 1,001 26 962 6.7 976 5.2 1,013 950 6.6
PADDs 4 and 5 210 211 -1 172 225 172 223 213 189 12.9
Ethanol Plant Production

Fuel Ethanol 1,039 1,049 -9 1,054 -1.4 992 4.8 1,043 1,041 0.1
East Coast (PADD 1) .. 27 24 3 - - - - 25 - -
Midwest (PADD 2) .. 947 965 -18 964 -1.8 908 4.4 957 953 0.5
Gulf Coast (PADD 3) ... 29 27 3 — — — — 26 — —
Rocky Mountain (PADD 4) 14 14 0 - - - - 14 - -
West Coast (PADD 5) 22 19 3 - - - - 20 - -

= Not Applicable.

~ = Data Not Available.
VY = Data Withheld.
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Based on the latest reported monthly operable capacity.

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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